INDY6

CONNECTION PERFECTION

5.25” CD/DVD/BD Drive Enclosure

Firmware Update Guide English

No. 42937 USB 2.0/eSATA/FW400

* Firmware updates only for experi-
enced users!

* This Firmware update is only possi-
ble under Windows XP

* Firmware update is via USB

* A SATA hard drive must be installed
into the enclosure

www.lindy.com

For Home and Office Use c €

Tested to Comply with FCC Standards

© LINDY ELECTRONICS LIMITED & LINDY-ELEKTRONIK GMBH - SECOND EDITION (March 2012)

6. Short the "JP1" (see picture below) on the PCB by using a slot-
ted screw driver and then power on the enclosure, wait for 5 se-
conds and then release JP1. Keep the enclosure powered.

J

7. Windows will find new hardware named “Oxford USB Device,
running upload acceleration fragment "
!I The firmware update only works when running in this mode !!

Found New Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard has finished installing the software for

Oxdord USB Device, running upioad acceleration
=P fragment

Click Finish to close the wizard

[ Finsh |

Firmware update to fix eSATA and ODD

(Optical disc drives) compatibility

Install jre-6u5-windows-i586-p-s.exe and
Uploader_3_04_0000_0005.exe in Windows XP and reboot
your computer

. Copy clonefirmware.bin and clonefirmware.txt (included with
this zip package) to C:\Program Files\Oxford Semiconduc-
tor\Oxsemi Uploader and overwrite the existing files.
Follow instruction manual of 42937 for proper procedure in
opening and disassembling the drive enclosure.

. Use USB to connect enclosure to your computer.

. Once the top cover has been removed, please unscrew the
transparent plastic cover over the PCB as shown in the following
picture. Keep the enclosure connected.
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8. Run the Oxsemi Cloner_icon on Desktop
9. Click Scan USB and check if the button Program devices _is

highlighted. If it is not, repeat from step 6)

10. Click Program devices _to program the device. Once the update

has been completed, power off the enclosure and then power
on. Windows should now see USB mass storage device . The
enclosure in now running in normal mode and is ready for use.

1o x]
Cloning OXUF934 devices
Bean 1394 Scan USB

WARNING: This is a Beta Version and has not been formally tested

Current Bus Status
Scanning the bus for devices.

Cloning Finnware in use
|Tha next Chip ID is Hi:0x02 Lo:0x454648 The next USB Serial Number is; BCC00000000000001

I OXUF834 11:16:11 Oct 24 2008 (v1.10.0002)

Set Kew Chip IDUSE Serial Frogram Devices
Detecting Devices
Wiew Log Settings About | Exit
11. Finished.

If you also want to use and enable the FireWire daisy chain fea-
ture refer to the further serial number change on the next page.



Firmware update to fix FireWire daisy
chain problem for multiple enclosures

EINDY6

CONNECTION PERFECTION

The 5.25" CD/DVD/BD Drive Enclosure firmware uses identical
serial numbers installed in the Oxford chipset. Therefore this enclo-
sures cannot be daisy chained with each other. The following guide
describes how to enable the daisy chain feature by changing the

serial number in the Oxford chipset.

5.25” CD/DVD/BD Drive Enclosure

1. Install jre-6u5-windows-i586-p-s.exe and

Firmware Update Guide Eng lish Uploader_3_04_0000_0005.exe in Windows XP and reboot
your computer.
No. 42937 USB 2.0/eSATA/FW400 2. Copy clonefirmware.bin and clonefirmware.txt (included in

this zip package) to C:\Program Files\Oxford Semiconduc-
tor\Oxsemi Uploader and overwrite the existing files.

* Firmware updates only for experi-

enced users! 3. A hard drive or optical dirve must be installed in the enclosure.

* This Firmware update is only possi-
ble under Windows XP

4. Use USB or FireWire to connect the enclosure to your computer
and power it on.

* Firmware update is via USB
P 5. Run the Oxsemi Uploader icon on Desktop.

* A SATA hard drive must be installed
into the enclosure

www.lindy.com

FES

For Home and Office Use

Tested to Comply with FCC Standards

© LINDY ELECTRONICS LIMITED & LINDY-ELEKTRONIK GMBH - SECOND EDITION (March 2012)

6. Click OK on the Uploader warning that pops up. @ Modify Configuration Information =10l x|
E -
= [0
Manufacturer Mame |OEM
IEEE1394 Details (1 Unit} USB Details (Version 1)
Scan 1394 Scan LISE Wendor ID IUUSUES Yendor ID 230
WARNING: This is a Beta Version and has not been formally tested Chip ID Hi IDZ Product ID iA
Chip 1D Lo lDD454ﬁ48 Relsase Yersion 0
Current Bus Status
r s Hatdware Yersion IUDF934 Product Mame iOEM Mass Storage
Ko devices were found.
Ensure devices are properly connected and rescan the LISE bus Hardware ID 1934[)53 Serial Murnber
Programmed USE devices without drives attached will not be detected.
~ ) IMass Storage [JF Mame !InterfaceD Enter S¢
[ c Harning ‘j? Preserved Sectors Iu Config, Mame iConfigU
— WARMING - This uploader release is not For end user use,
] 1 ] : Product ID
1 Flease use firmware updater or yau may damage your drive,
,—-_ Device 0 Device 1
1 [54TA Device 00 |547A Device 01
Eite 2 DEvice d
SElectilash l Add Flash I I I
Madify Configuration Information | Hpload/Uparade Eirmwate !
Import File | Export: File I Advanced | Upload Changes I
et Iinane | B ]
RAID and ORE Spltting I Cancel

Yiew Log Settings About Exit

7.

Click on Modify Configuration Information

The serial number has to be changed in order to make
FireWire daisy chain work. Please enter a different serial num-
ber — we suggest to change the last digit only — and click on

Upload Changes

Once the update has been completed, power off the enclosure
and then power on. - Finished



