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Before you start, you should prepare the following items:

Windows-based computer with print server setup CD
Printer

Printer cable

One 802.11b/g Access Point (optional)

Wired Network with Print Server:
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Wireless Network with Print Server:
Infrastructure mode (Access Point):
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Ad-Hoc mode (Peer to Peer):
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Hardware Installation:

1.

ok wbd

Turn off the printer’s power.

Connect the print server to your printer with the supplied printer cable.
Turn the printer’s power on.

Plug the AC power adapter into the power connector on the print server.
Wait 10 seconds as part of the print server’s Power On Self Test (POST).

Software Installation:

1.

To enable network communication with print server, your computer must have a proper
IP address, e.g. 192.168.0.100 (the print server’s default IP is 192.168.0.10)

Insert the setup CD into your CD-drive. The autorun program will be started.

Choose Setup Wizard to install the print server and configure the connected printer.

m Print Server Setup Wizand |X|

NetworkgPrint'Server,Setup

Setup Wizard Welcome fo the Network Print Server CD ROM
Browser. Select one of the options to continue.
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Note:
For setup wizard under Windows Vista, you have to choose the Run as administrator

by right-click the icon on desktop.

5.

Click Next, the wizard will automatically discover the print server.

Welcome to the Network
Print Server Setup Wizard

This WWizard guides you through the installation of the Metwork print
server that is connected to the local area network on this computer,

Select A Print Server

Change Seltings Before you proceed, make sure the print server and the printer are
properly cannected and turned an.
Configure Wirele',_s_l_-_

Configure TCP{IP

Tocontinue, click Mext.
Save Settin_

Warsion 0.95.01

Cancel I

From the Select A Print Server screen, select the print server port that you want to
configure and click Next.




Jetwork Print Server Setup Wizard

Welcome
Select A Print Server,
Change Setlings

Configure Wireless

Configure TCP ,l'-]:._

Save Settin_g;_

Select A Print Server

This Wizard has found the following print servers an the netwark.
Select a print senver that you want to set up from the list.

Detected print servers on your local network ;

Device Mame

| MAC Address | Part |

] : 00:40:01:63:68:00
3P _PrintSerG36B00 192.168.010 00:40:01:63:6B:00 2
3P _PrintSerG36B00 192.168.010 00:40:01:63:6B:00 3

al ] il
If the print server you want to set up is not displayed, Reftesh !

theckthe connection and click Refresh.

Mote : Ifyour print server has just been turned on, it may take a few
minutes for the print senver to initialize before it can be detected and

displayed by the wizard.
< Back . Mewt » || Cancel

Note:

Rear Panel

]

LAN USB1 USB2

PARALLEL

PARALLEL is Port 1(PID1)
USB1 is Port 2(PID2)

USBZ2 is Port 3(PID3)



6. Onthe Change Settings screen, select No or Yes:

Network Print Server Setup Wizard

Change Settings

Welc_unj__ This Wizard allows the network administrator to change some basic
zsettings ofthe print sener. Ifyou are not the netwark administrator, do
Select A Print St:rv'é nat change settings. Wrong settings may cause the print semver not to

function properly.

Change Settings

¥ ¥es |wantio change settings.;

Paggward: |

Mo, | dontwantto change settings.

Select a Prin

To change settings, you must entar the password. A brand-new
| Metwork print server has no default passwaord. Ifyau are configuring a
Lwireless print server and it's now operating in Diagnostic mode, you

| don't need to enter the password.
< Back ll Mest » I I Cancel !

Click No if you want the print server to keep using the default IP address and keep the
default Infrastructure settings:

Infrastructure mode

SSID: <ANY>

Encryption: none

DHCP client: Off

IP address: 192.168.0.10

Subnet Mask: 255.255.255.0

Click Yes if you want change wireless settings or assign a static IP address to the print
server:
® On the Basic Wireless Settings screen, select Communication Type according to
your network:
- Infrastructure
- Ad-Hoc
® Enter the proper SSID of your wireless network.
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- Channel: optional

- Data Transmit Rates: select Auto or others

- Transmit Mode: select Auto or others

On the Wireless Security screen, enable or disable WEP/WPA encryption, configure
according to your wireless network and click Next.

On the TCP/IP Settings screen, specify a fixed or dynamic IP address for the print
server, a fixed IP address is highly recommended. Click Next.

Note:

1. The IP address of print server must be within the same subnet as your network adapter.
2. After you save the new IP address, the print server will automatic reboot once to make
ready for the new IP address. It may take a couple of seconds.

In the setup wizard, select an already configured printer from the list, click Next, Next
and then Finish to complete the installation.

or

Select Add New Printer if the print server is connected to a printer that hasn’t been
installed before and does not appear in the list.

Metwork Print Server Setup Wizard = 1}

Select A Printer

The ¥izard fiowe helps you setup the printer that is connected to the
print serer, You can either select a printer that has already heen
instalied on this computer or add a new: printer,

Select a ptinter fram the following list Add Mews Printeri

Printer Harme | Fort |

Samsung ML-1750 Series PCL & LISB007

To add a new printer, you need'a printer ine}tallatinn CDIdisketle ar
the driver file that youlve downloaded frofn the Internet.

< Back I ket = I Cancel




Click Add New Printer to launch Windows Add Printer Wizard.

Welcome to the Add Printer
Wizard

Thiz wizard helps you inzstall a printer or make printer
connections.

L If pou have a Plug and Play printer that connects
ll) throwugh & SE paort [or any ather hot pluggable
port, such az IEEE 1394, infrared. and 20 on), you
do not need to uze this wizard, Click Cancel to
cloze the wizard, and then plug the printer's cable
into your computer or point the printer toward ypour
camputer's infrared part, and turm the printer on.
Windows will automatically inztall the prinker for you.

To continue, click Mext,

ﬁ_ﬂe:-ch dl Cancel I

Click Next and select Local Printer, make sure the Automatically detect and install
my Plug and Play printer check box is NOT checked. Then click Next.

Local or Hetwork Printer
The wizard needs to know which type of printer to zet up.

Select the option that describes the printer vou want to use;

(®)iLocal printer attached to this computer

[ sutomatically detect and inztall my Plug and Play printer

() & network printer, or a printer attached to another computer

ir) To zet up a network, printer that iz not attached to a print server,
S

uze the "'Local printer'” optiorn,
¢ Back MHest > II[ Cancel




10. Make sure the Use the following port radio-button is clicked and select LPT1:
(Recommended Printer Port) from the pull-down list. Then click Next.

Select a Printer Port
Computers communicate with printers through ports.

Select the part pou want your printer to use. |f the part iz not listed, you can create a
new pork,

() Use the following port: ILPT1: [Recommended Printer Part]

Mote: Mozt computers use the LPT1: port to communicate with a local printer.
The cannector far thiz part should loak zomething like this:

L % -

() Create a new port:

[ ¢ Back [ MHest > J[ Cancel J

11. Select Manufacturer and Printer from the lists of printer’s driver. Then click Next.

dd Printer’

Inztall Printer Software
The manufacturer and model determine which printer sofbware to uze.

‘-_;jk Select the manufacturer and model of vour prinker. |f paur prinker came with an installation
dizk, click Have Disk. IF your printer iz not lizted, consult your printer documentation for
compatible printer software.

| Marufacturer |*i | Prirters [
Gesztetner = :'Q"HF' Lazerlet 1100 [kM5]
B HP Laser)et 1200 Series PCL
; | SF HP Laserlet 1200 Series PS [+5]
infotec LV_. = : .
,{ ] T __| |. }I = HE !_aser.Jlet 1220 Ser!es F'I:I_" . v'

Bk This driver is digitally signed.
Tell me why driver zigning is imparkant

I Windows pdate ] [ Hawve Disgk... J

[ < Back l_ﬂe:-ch I [ Cancel J




12.

13.

14.

If you already have the printer’s driver installed, you will be asked whether to keep it or
to replace it. Click Next. Supply a name for the printer and choose whether you want to
make it your default printer. Then click Next.

Then, choose whether you want to share the printer with other network users, print a
test page (please select No.), etc. Select the appropriate radio-button and click Next
and Finish.

In the setup wizard, finish the installation by highlighting the installed printer in the
Select a Printer list and click Next, Next -> Finish.

twork Print Server Setup Wizard

Select A Printer

The Wizard now helps you set up the printer that is connected to the
print server. You can either select a printer that has already heen
installed on this computer ar add & new: printer.

Select 3 printer from the following list Add Mew Printeri

Frinter Mame | Port '
HF Laserlet 1200 Series PCL
Samsung ML-1750 Series PCL G LISB00

Select & Print Sense

Change Setlings

Configure Wireless

To add a new printer, you need a printer installation CDIdiskette ar
the driver file that vou'e downloaded from the Internet.

< Back . Mewt » l Cancel
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15. From Windows system, go to start -> Printers and Faxes and highlight your newly
installed printer.

% Printers and Faxes

File Edit \Wiew Favorites Tools Help ﬂ.

;\_)Back '\_;,l LI; pSearch H__:‘ Folders v = x n

address %2 Printers and Faxes 4 | G0
A\
Printer Tasks
Samsung
ML-17...

See Also

Other Places

Details

HP Laserlet 1200 Series
PCL

Documents: O
Status; Ready

Model: HP Laserlet 1200 Series
PCL

Status: Ready Documents; O

16. Right-click, select Properties -> Ports and verify that the print server’s port appears.

& HP LaserJet 1200 Series PCL Properties

| General || Sharing | Ports |M\ranced || Device Se‘ttirlgs|

A1
E"‘}'a HF Laserlet 1200 Seres PCL

Prirt to the following portis). Documents will print to the first free

checked port.
Port Description Printer k]
0l coma: Serial Port
O coma: Serial Port
U FILE: Prirt to File
O useooi Vintual printer port ... Samsung ML-1750 Series =
LPT:PS5401-1 192.168.0.10,PID:1 HP Laserlet 1200 Seres S
i
el il &
|  AddPot. || DeletePor || Configure Por.. |
[] Enable prirter pooling
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17. Go to General; click Print Test Page to verify the configuration.

18. Done.

Note:

If you wish to install more print servers, start setup wizard from your Windows Start
menu: start -> All Programs -> Network Print Server -> PSWizard and repeat the
installation procedure.
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* All contents and specifications are subject to change without notice. Other brands and product names are trademarks or

registered trademarks of their respective owners.
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